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Attention: Li Wenzhang , Manager

NOT TRANSFERABLE
EQUIPMENT AUTHORIZATION is hereby issued to the named
GRANTEE, and is VALID ONLY for the equipment identified hereon for
use under the Commission's Rules and Regulations listed below.
 

FCC IDENTIFIER: 2AC6AC72
Name of Grantee: Shenzhen Chainway Information Technology Co., Ltd.
Equipment Class: Unlicensed National Information Infrastructure TX
Notes: Mobile Data Terminal

Grant Notes FCC Rule Parts Frequency
Range (MHZ)

Output
Watts

Frequency
Tolerance

Emission
Designator

CC 15E 5180.0  -  5240.0 0.141  
CC ND 15E 5260.0  -  5320.0 0.146  
CC ND 15E 5500.0  -  5720.0 0.166  
CC 15E 5745.0  -  5825.0 0.131  

Output power is conducted. SAR compliance for body worn operating conditions is limited to the specific
configuration tested for this filing. Body worn operations are restricted to belt-clips, holsters or similar accessories
that have no metallic component in the assembly and must provide at least 10 mm separation between the device
and the user's body, which includes use as hotspot. End users must be informed of the body worn requirements for
satisfying RF Exposure compliance.
The highest reported SAR values for head, body-worn accessory, and simultaneous transmission use conditions
are 0.17 W/kg, 0.22 W/kg, and 1.39 W/kg, respectively.

CC: This device is certified pursuant to two different Part 15 rules sections.

ND: This UNII device complies with the Transmit Power Control (TPC) and Dynamic Frequency Selection (DFS)
requirements in Section 15.407(h).
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Gürhan Vural
Product Assessor


